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AMIANTIT PIPE SYSTEMS
Product Information

ctus Glass reinforced plastic (GRP) Pipes

&/AMITECH

Helically flament wound GRP

Pipe Systems

|deal for the most severe industrial applications

Vectus manufactures glass reinforced
polyester (GRP) pipes and fittings
from high strength fibreglass filaments
and corrosion resistant polyester and
vinylester resins. Pipes are made by
helix filament winding of resin
impregnated continuous fibreglass
rovings on a rotating mandrel. Vectus
pipes are ideal for buried and above
ground applications in industrial,
mining, process line and civil
(infrastructure) systems.

Product Range:

Lightweight, extremely smooth bore

glass-reinforced pipes in either uniaxial

(anchor blocks required) or biaxial (no

anchor blocks required).

Thermosetting Resins:

¢ [sophthalic polyester resin for general use.

¢ Vinylester resin for corrosive and/or
high temperature environments.

¢ \Vectus liners may be constructed
from either thermoplastic material or
thermoset resin (thickness and type
of material depends on the application
and environment).

Pipe Dimension: SN 2500

DN* Wall thickness Weight
mm kg/m
150 3.2 4
200 3.4 5
250 3.6 6
300 4.0 9
350 4.4 12
400 5.1 15
450 5.6 17
500 6.0 23
600 6.9 31
700 8.1 41
800 9.0 53
900 10.1 66
1 000 11.0 82
1100 121 93
1200 13.2 103

* Other sizes on request

Product Specifications:
Conforming to:

Stringent performance standards (AWWA,
SABS, ASTM, DIN and BS)

Length:

Standard lengths of 12m (shorter
lengths can be supplied)

Diameters:

150mm to 1 200mm (other sizes on
request)

Pressures:

e Standard pressure range: PN 6, 10,
12, 16, 20, 25 and 32 bar

e Stiffness class 2500, 5000 and
10 000 N/m2.

Joints:

¢ Standard - socket and spigot with
double O-ring with/without locking strip

e Chemical - GRP flanges or chemical
butt weld.

Environments:

¢ Temperatures ranging from -40 t0120°C
¢ Corrosive environments (up to 100°C)

Vectus pipe in the making.



EXAMPLES OF AVAILABLE FITTINGS
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Eccentric Reducers

Elbows
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Concentric Reducers
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Flanges

Advantages

e Corrosion resistent
Lightweight

¢ Ease of installation
Design flexibility

GRP installation
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Industrial application

JOINTING METHODS

Butt and strap joint produced by hand lay-up for
special applications
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Double O-ring with a special test nipple
TEST NIPPLE

An optional circumferential locking ring

TEST NIPPLE
LOCKING RING
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codes of practice, South Africa (Pty) Ltd
Tel: +27 11 864 20 40

design criteria and Fax: +27 11 864 20 41

in-deoth hnical P.O. Box 124051, Alrode

in-depth technica 1451, South Africa

literature and advice, ~ Sales@amitech.co.za

www.amitech.co.za
please contact: www.amiantit.com



